Ductile-Iron and Gray-Iron Fittings

Effective date: May 1, 2012.
First edition approved by AWWA Board of Directors May 4, 1951.
Committee Personnel

Subcommittee 3, Fittings, which reviewed this standard, had the following personnel at the time:

Larry R. Dunn, Chair

General Interest Members

P.I. McGrath Jr., Consultant, Birmingham, Ala. (AWWA)
P. I. McGrath Jr., Consultant, Birmingham, Ala.
E.S. Ralph,* Standards Engineer Liaison, AWWA, Denver, Colo. (AWWA)
P. A. Selig, Birmingham, Ala. (AWWA)

Producer Members

S. Bhattacharji,† Sigma Corporation, Cream Ridge, N.J. (AWWA)
M. Bowsher, Star Pipe Products Inc., Houston, Texas (AWWA)
S. J. Box, Sigma Corporation, Cropwell, Ala. (AWWA)
L. R. Dunn, US Pipe & Foundry Company, Birmingham, Ala. (AWWA)
J. H. Eddings, McWane Cast Iron Pipe Company, Birmingham, Ala. (AWWA)
M. D. Gaston, American Cast Iron Pipe Company, Birmingham, Ala. (AWWA)
M. B. Harrington, Harrington Corporation, Lynchburg, Va. (AWWA)
L. G. Horn, Ductile Iron Pipe Research Association, Birmingham, Ala. (DIPRA)
R. J. Huggins, Griffin Pipe Products Company, Lynchburg, Va. (AWWA)
J. C. Jones, S&B Technical Products, Fort Worth, Texas (AWWA)
H. Kennedy Jr., Fuquay Varina, N.C. (AWWA)
T. M. Kiley, Victaulic Company of America, Easton, Pa. (AWWA)
B. Leider,† Star Pipe Products, Inc., Evergreen, Colo. (AWWA)
T. J. Muntz, Fab Pipe Inc., Rogers, Minn. (AWWA)
G. Oliver,† American Cast Iron Pipe Company, Birmingham, Ala. (AWWA)

User Members

T. E. Coughran, City of Santa Ana, Santa Ana, Calif. (AWWA)
D. D. Montgomery, Independence Water Department, Independence, Mo. (AWWA)

* Liaison, nonvoting
† Alternate
AWWA Standards Committee A21, Ductile-Iron Pipe and Fittings, which reviewed and approved this standard, had the following personnel at the time of approval:

John R. Plattsmier, Chair

General Interest Members

H.E. Holcomb, Consultant, Saint Marys, Ga. (AWWA)
M.B. Horsley, Horsley Engineering LLC, Overland Park, Kan. (AWWA)
D.H. Kroon, Corrpro Companies Inc., Houston, Texas (AWWA)
D.D. Lary,* Wright-Pierce, Topsham, Maine (AWWA)
G.E. Laverick, Underwriters Laboratories Inc., Northbrook, Ill. (AWWA)
P.I. McGrath Jr., Consultant, Birmingham, Ala. (AWWA)
P.J. Mourt, Hatch Mott MacDonald, Millburn, N.J. (AWWA)
J.R. Plattsmier, HDR Engineering Inc., Denver, Colo. (AWWA)
E.S. Ralph,† Standards Engineer Liaison, AWWA, Denver, Colo. (AWWA)
T.M. Stinson, Kleinfelder SEA Company, Holbrook, Mass. (NEWWA)
L.C. Yates, McGoodwin Williams & Yates, Fayetteville, Ark. (AWWA)

Producer Members

L.R. Dunn, US Pipe & Foundry Company, Birmingham, Ala. (AWWA)
J.H. Eddings, McWane Cast Iron Pipe Company, Birmingham, Ala. (AWWA)
M.D. Gaston, American Cast Iron Pipe Company, Birmingham, Ala. (AWWA)
L.G. Horn, Ductile Iron Pipe Research Association, Birmingham, Ala. (AWWA)
R.J. Huggins, Griffin Pipe Products Company, Lynchburg, Va. (AWWA)
J.C. Jones, S&B Technical Products, Fort Worth, Texas (AWWA)
H. Kennedy Jr., Fuquay Varina, N.C. (AWWA)
T.J. Muntz, Fab Pipe Inc., Rogers, Minn. (AWWA)
G. Oliver,* American Cast Iron Pipe Company, Birmingham, Ala. (AWWA)

User Members

D.T. Bradley, Oak Lodge Water District, Portland, Ore. (AWWA)

* Alternate
† Liaison, nonvoting

Copyright © 2012 American Water Works Association. All Rights Reserved.
M.J. Britch, Tualatin Valley Water District, Beaverton, Ore. (AWWA)
T.E. Coughran, City of La Habra, La Habra, Calif. (AWWA)
A.J. DeBoy,* Indiana-American Water Company, Greenwood, Ind. (AWWA)
M.W. Griffin, Missouri-American Water Company, Saint Louis, Mo. (AWWA)
J.M. Kennedy, Tampa Bay Water, Clearwater, Fla. (AWWA)
D.D. Montgomery, City of Independence, Independence, Mo. (AWWA)
K.C. Morgan,† Standards Council Liaison, City of Phoenix Water Services Dept., Phoenix, Ariz. (AWWA)
C.J. Patla, Connecticut Water Company, Clinton, Conn. (AWWA)
T.J. Roode, Denver Water, Denver, Colo. (AWWA)
A. Shively, City of Kansas City, Kansas City, Mo. (AWWA)
R.L. Worden, COMCD, Norman, Okla. (AWWA)

* Alternate
† Liaison, nonvoting
All AWWA standards follow the general format indicated subsequently. Some variations from this format may be found in a particular standard.

<table>
<thead>
<tr>
<th>SEC.</th>
<th>PAGE</th>
<th>SEC.</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Foreword</strong></td>
<td></td>
<td>4.4</td>
<td>Coatings and Linings</td>
</tr>
<tr>
<td>I</td>
<td>Introduction</td>
<td>ix</td>
<td>4.5</td>
</tr>
<tr>
<td>I.A</td>
<td>Background</td>
<td>ix</td>
<td></td>
</tr>
<tr>
<td>I.B</td>
<td>History</td>
<td>ix</td>
<td></td>
</tr>
<tr>
<td>I.C</td>
<td>Acceptance</td>
<td>xiii</td>
<td></td>
</tr>
<tr>
<td>II</td>
<td>Special Issues</td>
<td>xiv</td>
<td></td>
</tr>
<tr>
<td>II.A</td>
<td>Advisory Information on Product Application</td>
<td>xiv</td>
<td></td>
</tr>
<tr>
<td>III</td>
<td>Use of This Standard</td>
<td>xv</td>
<td></td>
</tr>
<tr>
<td>III.A</td>
<td>Purchaser Options and Alternatives</td>
<td>xv</td>
<td></td>
</tr>
<tr>
<td>III.B</td>
<td>Special Service Requirements</td>
<td>xv</td>
<td></td>
</tr>
<tr>
<td>III.C</td>
<td>Modification to Standard</td>
<td>xvii</td>
<td></td>
</tr>
<tr>
<td>IV</td>
<td>Major Revisions</td>
<td>xvii</td>
<td></td>
</tr>
<tr>
<td>V</td>
<td>Comments</td>
<td>xvii</td>
<td></td>
</tr>
</tbody>
</table>

**Standard**

1 **General**

1.1 Scope | 1 | 1.2 Purpose | 2 |

1.3 Application | 2 |

2 **References** | 2 |

3 **Definitions** | 3 |

4 **Requirements**

4.1 Materials | 4 |

4.2 Permeation | 4 |

4.3 General Requirements | 4 |

5 **Verification**

5.1 Inspection and Certification by Manufacturer | 6 |

5.2 Inspection by Purchaser | 7 |

5.3 Tolerances or Permitted Variations | 7 |

5.4 Acceptance Tests | 8 |

5.5 Chemical Limitations | 9 |

5.6 Additional Tests Required by the Purchaser | 10 |

5.7 Defective Specimens and Retests | 10 |

5.8 Rejection of Fittings | 10 |

5.9 Determining Rejection | 10 |

6 **Delivery**

6.1 Marking | 10 |

6.2 Notice of Nonconformance | 11 |

6.3 Affidavit of Compliance | 11 |

**Appendixes**

A Flanged Fittings—Bolts, Gaskets, and Installation | 65 |

B Special Fittings | 69 |

**Figures**

1 Mechanical-Joint Plain-End Dimensions and Tolerances | 12 |
<table>
<thead>
<tr>
<th>SEC.</th>
<th>Mechanical-Joint Bends ..................</th>
<th>PAGE</th>
<th>SEC.</th>
<th>Plain-End Dimensions and Tolerances for Mechanical-Joint Fittings..................................................</th>
</tr>
</thead>
<tbody>
<tr>
<td>2</td>
<td>...........................................</td>
<td>13</td>
<td>3</td>
<td>.......................... 12</td>
</tr>
<tr>
<td>3</td>
<td>Mechanical-Joint Tees and Crosses......</td>
<td>18</td>
<td>4</td>
<td>Mechanical-Joint Bends ........................................ 14</td>
</tr>
<tr>
<td>4</td>
<td>Mechanical-Joint Base Bends ............</td>
<td>26</td>
<td>5</td>
<td>Mechanical-Joint Tees and Crosses ........................................ 18</td>
</tr>
<tr>
<td>5</td>
<td>Mechanical-Joint Base Tees .............</td>
<td>28</td>
<td>6</td>
<td>Mechanical-Joint Base Bends ........................................ 26</td>
</tr>
<tr>
<td>6</td>
<td>Mechanical-Joint Reducers ..............</td>
<td>30</td>
<td>7</td>
<td>Mechanical-Joint Base Tees ........................................ 28</td>
</tr>
<tr>
<td>7</td>
<td>Mechanical-Joint Tapped Tees ..........</td>
<td>35</td>
<td>8</td>
<td>Mechanical-Joint Reducers ......................................... 30</td>
</tr>
<tr>
<td>8</td>
<td>Mechanical-Joint Offsets ...............</td>
<td>36</td>
<td>9</td>
<td>Mechanical-Joint Tapped Tees .................................... 35</td>
</tr>
<tr>
<td>9a</td>
<td>Mechanical-Joint Sleeves ..............</td>
<td>38</td>
<td>10</td>
<td>Mechanical-Joint Offsets ......................................... 36</td>
</tr>
<tr>
<td>9b</td>
<td>Mechanical-Joint Split Sleeves .........</td>
<td>38</td>
<td>11</td>
<td>Mechanical-Joint Sleeves ......................................... 38</td>
</tr>
<tr>
<td>10</td>
<td>Mechanical-Joint Caps and Plugs .......</td>
<td>40</td>
<td>12</td>
<td>Mechanical-Joint Caps and Plugs ................................ 40</td>
</tr>
<tr>
<td>11</td>
<td>Mechanical-Joint Connecting Pieces ....</td>
<td>42</td>
<td>13</td>
<td>Mechanical-Joint Connecting Pieces ................................ 42</td>
</tr>
<tr>
<td>12</td>
<td>Connecting Pieces, One-End Flanged ....</td>
<td>44</td>
<td>14</td>
<td>Connecting Pieces, One-End Flanged ................................ 44</td>
</tr>
<tr>
<td>13</td>
<td>Flange Details ...........................</td>
<td>46</td>
<td>15</td>
<td>Flange Details ..................................................... 46</td>
</tr>
<tr>
<td>14</td>
<td>Base Drilling Details ...................</td>
<td>47</td>
<td>16</td>
<td>Base Drilling Details ............................................. 47</td>
</tr>
<tr>
<td>15</td>
<td>Flanged Bends ................................</td>
<td>48</td>
<td>17</td>
<td>Flanged Bends ..................................................... 48</td>
</tr>
<tr>
<td>16</td>
<td>Flanged Tees and Crosses ..............</td>
<td>50</td>
<td>18</td>
<td>Flanged Tees and Crosses ........................................ 50</td>
</tr>
<tr>
<td>17</td>
<td>Flanged Base Bends .....................</td>
<td>56</td>
<td>19</td>
<td>Flanged Reducers .................................................. 60</td>
</tr>
<tr>
<td>18</td>
<td>Flanged Base Tees .......................</td>
<td>58</td>
<td>20</td>
<td>Flanged Base Bends ................................................ 56</td>
</tr>
<tr>
<td>19</td>
<td>Flanged Reducers ........................</td>
<td>60</td>
<td>21</td>
<td>Flanged Reducers .................................................. 60</td>
</tr>
</tbody>
</table>

**Tables**

| 1 | Gray-Iron Test Specimens and Acceptance Values | 8 |
| 2 | Minimum Dimensional Requirements for Cast Markings | 11 |

| 20 | Flanged Base Tees | 58 |
| 21 | Flanged Reducers | 60 |

| A.1 | Flange Gasket Details | 66 |