Swing-Check Valves for Waterworks Service, 2-In. Through 48-In. (50-mm Through 1,200-mm) NPS

Effective date: June 1, 2017.
First edition approved by AWWA Board of Directors June 20, 1976.

Copyright © 2017 American Water Works Association. All Rights Reserved.
Committee Personnel

The AWWA Standards Subcommittee for Swing-Check Valves, which reviewed and approved this standard, had the following personnel at the time of approval:

J.V. Ballun, Chair

S. Allen, Bray International, Houston, Texas. (AWWA)
J.V. Ballun, Val-Matic Valve & Manufacturing Corporation, Elmhurst, Ill. (AWWA)
D.E. Burczynski, Kennedy Valve, Elmira, N.Y. (AWWA)
P. Gifford, Mueller Company, Chattanooga, Tenn. (AWWA)
T.C. Harbour, Mueller Company, Elmhurst, Ill. (AWWA)
R.L. Larkin, American Flow Control, Birmingham, Ala. (AWWA)
L. Larson, DeZURIK, Sartell, Minn. (AWWA)
G.E. Laverick, UL LLC, Northbrook, Ill. (AWWA)
T. O’Shea, DeZURIK-APCO, Schaumburg, Ill. (AWWA)
N. Peyton, Henry Pratt Company, Aurora, Ill. (AWWA)
J.H. Wilber, American AVK, Littleton, Colo. (AWWA)

The AWWA Standards Committee on Gate Valves and Swing-Check Valves, which reviewed and approved this standard, had the following personnel at the time of approval:

Joseph J. Gemin, Chair

General Interest Members

J.M. Assouline, CH2M, Englewood, Colo. (AWWA)
M.D. Bennett, MWH Americas, Cleveland, Ohio (AWWA)
D. Dieffenbach, Carollo Engineers Inc., Phoenix, Ariz. (AWWA)
J.J. Gemin, AECOM, Kitchener, Ont., Canada (AWWA)
J. Hebenstreit, UL LLC, Northbrook, Ill. (AWWA)
M.C. Johnson, Utah Water Research Laboratory, Logan, Utah (AWWA)
J.S. Olson, Advanced Engineering and Environmental Services, Watford City, N.D. (AWWA)
S.M. Passarelli,* Standards Engineer Liaison, AWWA, Denver, Colo. (AWWA)
T.R. Volz,† URS Corporation, Denver, Colo. (AWWA)

* Liaison, nonvoting
† Alternate
Producer Members

J.V. Ballun, Val-Matic Valve & Manufacturing Corporation, Elmhurst, Ill.  (AWWA)
J. Bolender, J&S Valve Inc., Huffman, Texas  (AWWA)
D.E. Burczynski,* Kennedy Valve, Elmira, N.Y.  (AWWA)
S.S. Dalton,* Val-Matic Valve & Manufacturing Corporation, Elmhurst, Ill.  (AWWA)
P. Gifford,* Mueller Company, Chattanooga, Tenn.  (AWWA)
T.C. Harbour, Mueller Company, Decatur, Ill.  (AWWA)
R.L. Larkin,* American Flow Control, Birmingham, Ala.  (AWWA)
R. Looney, American AVK, Minden, Nev.  (AWWA)
T.J. Mettler, Waterous Company, South Saint Paul, Minn.  (AWWA)
J. Riese, Clow Valve Co., Oskaloosa, Iowa  (AWWA)
D.B. Scott, AMERICAN Flow Control, Birmingham, Ala.  (AWWA)
J.H. Wilber,* American AVK, Littleton, Colo.  (AWWA)

User Members

M. Garcia,† Standards Council Liaison, Denver Water, Denver, Colo.  (AWWA)
B. Hasanabadi, Colorado Springs Utilities, Colorado Springs, Colo.  (AWWA)
S. Hattan, Tarrant Regional Water District, Ft. Worth, Texas  (AWWA)
K.S. Jeng-Bulloch, City of Houston/PW & Engineering, Houston, Texas  (AWWA)
M. MacConnell, Metro Vancouver, Vancouver, B.C., Canada  (AWWA)
A. Quiniones, US Bureau of Reclamation, Denver, Colo.  (AWWA)
D. M. Rausch, Aurora Water Department, Aurora, Colo.  (AWWA)
P. Ries, Denver Water, Denver, Colo.  (AWWA)

* Alternate
† Liaison, nonvoting
Contents

All AWWA standards follow the general format indicated subsequently. Some variations from this format may be found in a particular standard.

<table>
<thead>
<tr>
<th>SEC.</th>
<th>PAGE</th>
<th>SEC.</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Foreword</strong></td>
<td></td>
<td>4.4 General Design</td>
<td>10</td>
</tr>
<tr>
<td>I</td>
<td>Introduction</td>
<td>vii</td>
<td>4.5 Fabrication</td>
</tr>
<tr>
<td>I.A</td>
<td>Background</td>
<td>vii</td>
<td>5 Verification</td>
</tr>
<tr>
<td>I.B</td>
<td>History</td>
<td>vii</td>
<td>5.1 Inspection</td>
</tr>
<tr>
<td>I.C</td>
<td>Acceptance</td>
<td>vii</td>
<td>5.2 Testing</td>
</tr>
<tr>
<td>II</td>
<td>Special Issues</td>
<td>viii</td>
<td>5.3 Nonconformance</td>
</tr>
<tr>
<td>III</td>
<td>Use of This Standard</td>
<td>ix</td>
<td>6 Delivery</td>
</tr>
<tr>
<td>III.A</td>
<td>Purchaser Options and</td>
<td>ix</td>
<td>6.1 Marking</td>
</tr>
<tr>
<td></td>
<td>Alternatives</td>
<td></td>
<td>6.2 Packaging and Shipping</td>
</tr>
<tr>
<td>III.B</td>
<td>Modification to Standard</td>
<td>x</td>
<td>6.3 Affidavit of Compliance</td>
</tr>
<tr>
<td>IV</td>
<td>Major Revisions</td>
<td>x</td>
<td>Appendix</td>
</tr>
<tr>
<td>V</td>
<td>Comments</td>
<td>x</td>
<td>A</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>Maintenance of Swing-Check</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>Valves for Waterworks</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>Service</td>
</tr>
<tr>
<td>A.1</td>
<td>General</td>
<td>19</td>
<td>A.1</td>
</tr>
<tr>
<td>A.2</td>
<td>Unloading</td>
<td>19</td>
<td>A.2</td>
</tr>
<tr>
<td>A.3</td>
<td>Storage</td>
<td>19</td>
<td>A.3</td>
</tr>
<tr>
<td>A.4</td>
<td>Inspection Prior to Installation</td>
<td>20</td>
<td>A.4</td>
</tr>
<tr>
<td>A.5</td>
<td>Installation</td>
<td>20</td>
<td>A.5</td>
</tr>
<tr>
<td>A.6</td>
<td>Field Testing</td>
<td>20</td>
<td>A.6</td>
</tr>
<tr>
<td>A.7</td>
<td>Owner’s Records</td>
<td>21</td>
<td>A.7</td>
</tr>
<tr>
<td>A.8</td>
<td>Operation</td>
<td>21</td>
<td>A.8</td>
</tr>
<tr>
<td>A.9</td>
<td>Maintenance</td>
<td>21</td>
<td>A.9</td>
</tr>
</tbody>
</table>
**Figure**
1. Various Types of Swing-Check Valves ........................................ 2

**Tables**
1. Copper Alloys .................................................. 8
2. End-To-End Dimensions for Flanged-End Valves .................. 11
3. Minimum Thickness for Ductile-Iron Connecting End Flanges .... 12
4. Excess Flange Thickness ...................................... 13