High-Performance Waterworks Butterfly Valves—3 In. (75 mm) Through 60 In. (1,500 mm)

Effective date: Sept. 1, 2018
First edition approved by AWWA Board of Directors June 9, 2018.
This edition approved June 9, 2018.
Approved by American National Standards Institute May 18, 2018.
Committee Personnel

The AWWA Standards Sub-Committee for High-Performance Waterworks Butterfly Valves, which prepared and reviewed this standard, had the following personnel at the time of approval:

Albert W. Libke, Chair

General Interest Members

A. Ali, ADA Consulting Ltd., Surrey, B.C.
F.L. Hinker, Santa Rosa, N.M.
M.C. Johnson, Utah State University, Water Research Lab., Logan, Utah
M. MacConnell, Burnaby, B.C.
T.J. McCandless,* Standards Engineer Liaison, AWWA, Denver, Colo.

Producer Members

A. Abouelleil, Henry Pratt Company, Aurora, Ill.
S. Allen, Bray Controls, Houston, Tex.
H. Herold, VAG, Mannheim, Germany
A.W. Libke, DeZURIK, Inc., Sartell, Minn.
J.H. Wilber, American AVK, Littleton, Colo.
D. Woollums,† Mueller Group, Chattanooga, Tenn.

User Members

S. Carpenter, San Diego County Water Authority, San Diego, Calif.
S. Hattan, Tarrant Regional Water Dist., Fort Worth, Tex.
P.J. Ries, Denver Water, Denver, Colo.

* Liaison, nonvoting
† Alternate
The AWWA Standards Committee on Butterfly Valves, which reviewed and approved this standard, had the following personnel at the time of approval:

Mark MacConnell, Chair

General Interest Members

A. Ali, ADA Consulting Ltd., Surrey, B.C.
M.D. Bennett, Stantec, Cleveland, Ohio
B.E. Bosserman, Consultant, Mission Viejo, Calif.
J. Hebenstreit, Underwriters Laboratories Inc., Northbrook, Ill.
F.L. Hinker, Consultant, Santa Rosa, N.M.
M.C. Johnson, Utah State University, Water Research Lab., Logan, Utah
T.J. McCandless, Standards Engineer Liaison, AWWA, Denver, Colo.
D. Middleton,† Stantec, Burlington, Mass.
W. Rahmeyer,† Dept. of Civil & Environmental Engineering, Utah State, Logan, Utah
U. Sant, AECOM, Dallas, Tex.
L. Thomas, Standards Council Liaison, Stanley Consultants, Crystal Lake, Ill.

Producer Members

A. Abouelleil, Henry Pratt Company, Aurora, Ill.
S. Allen, Bray International, Jonesboro, Ark.
D.E. Burczynski,† Kennedy Valve, Elmira, N.Y.
A.C. Granzow, NIBCO Inc., Elkhart, Ind.
H. Herold, VAG, Mannheim, Germany
K. Johnson, M&H Valve Company, Anniston, Ala.
A.W. Libke, DeZURIK, Sartell, Minn.
R. Tschida,† DeZURIK, Sartell, Minn.
D. Woollums,† Mueller Group, Chattanooga, Tenn.
J.H. Wilber, American AVK, Littleton, Colo.

* Liaison, nonvoting
† Alternate
User Members

S. Carpenter, San Diego County Water Authority, Escondido, Calif.
S. Hattan, Tarrant Regional Water Dist., Fort Worth, Tex.
R. Kilborn, City of Chandler, Chandler, Ariz.
V.Q. Le, Los Angeles Water & Power, Los Angeles, Calif.
M. MacConnell, Burnaby, B.C.
P.J. Ries, Denver Water, Denver, Colo.
S.Y. Tung, City of Houston, Houston, Tex.
Contents

All AWWA standards follow the general format indicated subsequently. Some variations from this format may be found in a particular standard.

<table>
<thead>
<tr>
<th>SEC.</th>
<th>PAGE</th>
<th>SEC.</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>Foreword</td>
<td></td>
<td>4 Requirements</td>
<td></td>
</tr>
<tr>
<td>I</td>
<td>Introduction ............................ ix</td>
<td>4.1 Materials ................................ 7</td>
<td></td>
</tr>
<tr>
<td>I.A</td>
<td>Background ................................ ix</td>
<td>4.2 General Design .......................... 8</td>
<td></td>
</tr>
<tr>
<td>I.B</td>
<td>History .................................... ix</td>
<td>4.3 Workmanship and Coating ............ 20</td>
<td></td>
</tr>
<tr>
<td>I.C</td>
<td>Acceptance ................................ ix</td>
<td></td>
<td></td>
</tr>
<tr>
<td>II</td>
<td>Special Issues ............................ x</td>
<td></td>
<td></td>
</tr>
<tr>
<td>II.A</td>
<td>General .................................... x</td>
<td>5 Verification ............................... 21</td>
<td></td>
</tr>
<tr>
<td>II.B</td>
<td>Advisory Information on Product Application ................................ xi</td>
<td>5.1 Testing by the Manufacturer .......... 21</td>
<td></td>
</tr>
<tr>
<td>II.C</td>
<td>Valve Discs and Piping Design ........ xiv</td>
<td>5.2 Notice of Nonconformance .......... 25</td>
<td></td>
</tr>
<tr>
<td>II.D</td>
<td>Flange Bolt Patterns ........................ xv</td>
<td>6 Delivery ................................. 26</td>
<td></td>
</tr>
<tr>
<td>II.E</td>
<td>Permeation .................................. xv</td>
<td>6.1 Marking .................................. 26</td>
<td></td>
</tr>
<tr>
<td>II.F</td>
<td>Chloramines .................................. xv</td>
<td>6.2 Shipping .................................. 26</td>
<td></td>
</tr>
<tr>
<td>III</td>
<td>Use of This Standard ............................ xvi</td>
<td>6.3 Affidavit of Compliance ........... 26</td>
<td></td>
</tr>
<tr>
<td>III.A</td>
<td>Purchaser Options and Alternatives ... xvi</td>
<td></td>
<td></td>
</tr>
<tr>
<td>III.B</td>
<td>Modification to Standard .................... xx</td>
<td></td>
<td></td>
</tr>
<tr>
<td>IV</td>
<td>Major Revisions ............................. xx</td>
<td></td>
<td></td>
</tr>
<tr>
<td>V</td>
<td>Comments ..................................... xx</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Standard

1 General

1.1 Scope ............................................. 1
1.2 Purpose ............................................ 2
1.3 Application ....................................... 2

2 References

2.1 Industry Standards ............................. 2
2.2 Material Specifications .......................... 4

3 Definitions ........................................... 5

Appendix

A.1 General ............................................. 27
A.2 Unloading ......................................... 27
A.3 Storage ............................................ 27
A.4 Inspection Prior To Installation ........ 28
A.5 Installation ........................................ 28
A.6 Field Testing ..................................... 30
A.7 Operation .......................................... 31
A.8 Maintenance ..................................... 31

Tables

1-A Laying Length Dimensions: 3–24 in. (75–600 mm), Wafer and Lugged-Wafer Body Valves .... 8
1-B Laying Length Dimensions: 30–60 in. (750–1,500 mm), Wafer and Lugged-Wafer Body Valves .... 9
<table>
<thead>
<tr>
<th>SEC.</th>
<th>TABLES</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>1-C</td>
<td>Laying Length Dimensions: Flanged Valves</td>
<td>9</td>
</tr>
<tr>
<td>1-D</td>
<td>Wafer and Lugged-Wafer Body Minimum Wall Thickness</td>
<td>10</td>
</tr>
<tr>
<td>1-E</td>
<td>Flanged Body Minimum Wall Thickness</td>
<td>11</td>
</tr>
<tr>
<td>1-F</td>
<td>Standards for Flange Drilling Patterns, Dimensions, and Minimum Thickness</td>
<td>11</td>
</tr>
<tr>
<td></td>
<td>Actuator Application Factors (AF)</td>
<td>18</td>
</tr>
<tr>
<td></td>
<td>Valve Test Cycles Required</td>
<td>23</td>
</tr>
<tr>
<td></td>
<td>Prototype Actuator Proof-of-Design Test Cycles Required</td>
<td>25</td>
</tr>
</tbody>
</table>